
g-CUBE30X

CONNECTED HANDHELD RADIATION ISOTOPE IDENTIFIER

Thanks to the innovative AIR-SENSE technology, g-cube30x embeds 
the g-Analyse spectrometric acquisition and processing web 

application. No software needed to access your measurements and 
results. g-cube30x can be controlled in wifi direct or remote access

(intranet or internet).

With or without display, g-cube30x can be used as a portable field 
spectrometer or as a spectrometric monitoring system (fixed / 

mobile). Thanks to the IIOT (Wifi/LTE/4G) communication option, g-
cube30x is autonomous, it communicates with the AIR-SENSE 

Monitor reporting and monitoring tool.

SCINTILLATEURS

DETECTOR SIZE

TECHNOLOGIE

PROTECTION

COMMUNICATION

OPTION IIOT

TELEMETRIE OPTION

BATT. LIFE

SrI2(Eu) / Cs2LiYCl6

NaI(Tl) / CsI(Tl)

14x14x25 / 28x28x50 mm

SIPM (T°compensated)

IP54 / IP65 (sans écran)

Wifi / Ethernet

LTE / 4G

< 12m + laser classe II

6 hours min.

MAIN FEATURES

g-CUBE FAMILY
SIPM SPECTROMETER
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Thanks to the innovative



The g-Analyse web-based 
software is directly 

embedded in the analyzer. 
You then have access to all 

the acquisition and processing 
functionalities of a complete 

nuclear spectrometry 
software.

With the IIOT option, the g-cube30x analyzer becomes an autonomous 
isotopic monitoring beacon. It automatically & continuously transmits data 

to our cloud or private AIR-SENSE Monitor solution.

air-sense.tech
101 Avenue du Général Leclerc, 75014 PARIS
Tél: +33 7 44 53 00 76 | E-mail: info@airsense.tech

g-CUBE FAMILY
SIPM SPECTROMETER



NaI(Tl) CsI(Tl) SrI2(Eu) Cs2LiYCl6

FWHM KeV 7% 6% 3% 6%

Sensitivity Cs137 cps/uSv.h-1

14x14x25.1 mm 103 120 120 90

28x28x50.1 mm 692 790 790 640

- - -
Neutron 

detection

SCINTILLATION CRYSTALS

TECHNOLOGY

• Crystal coupled to SIPM
• Energy compensation
• 4096 channels
• Energy range : 10 – 3000KeV
• Count rate: 25 / 40 Kcps

4’’ SQUARE TOUCH DISPLAY

• Count rate / dose rate
• Real time isotope idenification
• Distance compensation
• Historic

SPÉCIFICATIONS

• Battery > 6h
• Power +5Vdc micro-usb
• Ethernet port
• Anodized aluminium case
• Weight 650g.
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